SPEFICATION SHEET

GALUXCGD) Technical Characteristics
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LED Type LED SMD Philips

CCT 3000-4000°K

CRI >80

Beam Angle 90°

Protection (IP) RIS

Operation Temp. JRIA(IERI®
BInENRNER)N As Shown in drawings
Mounting Ground mounted
Warranty 3-5years

LED Lighting Pole Head Umbre 1

Electrical Characteristics

Power Supply LED Driver Philips
\LERCRERT-CM 200-240Vac
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2D Dimensions

2430

Materials

01023 || goeeas

\ J ” Body Electrostatically coated
Wy - m’ Alu. Sections
Lﬂwmi Wik Al l-EVscle-0 Clear polycarbonate
®  m o, Reflector None

Type
Umbre 1.30.K-- LED Pole Head Height 3500/4500 mm 30W [ejelelokd @A To[o[0} ¢
Umbre 1.55.K-- LED Pole Head Height 3500/4500 mm 55W [e]eloohd @A To[0[0)¢
V(AR ONCSIl LED Pole Head Height 3500/4500 mm S80W  [Re1ele[o)s QA [0[0]0)8 4
Ul ANON'CSl LED Pole Head Height 3500/4500 mm 100W [Riel0[ok QA 10[0[0h 4
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