SPEFICATION SHEET
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LED Lighting Pole Head Umbre 11

2D Dimensions

9430

—t

T

i or 0430
—

ol v

3300

&

I 11 g

w— == |
200 200

Technical Characteristics

Nominal Power
Total Lumen(LM)
LED Type

CCT

CRI

Beam Angle
Protection (IP)

Operation Temp.
Dimension(mm)
Mounting
Warranty

Electrical Characteristics

Power Supply
Voltage Range

Power Factor
Current (RMS)

Materials
Body

Emitting surface
Reflector

30/55/80/100 W
2924/5101/6759/8056
LED SMD Philips
3000-4000°K

>80

90°

IP65

-10to 55 °C

As Shown in drawings
Ground mounted

3 -5years

LED Driver Philips
200-240Vac

>0.95
0.14/0.26/0.38/0.48 A

Electrostatically coated
Alu. Sections

Clear Glass

None

Type

Umbre 11.30.K--
Umbre 11.55.K--

Umbre 11.80.K--
U[nlo]RINOR'CM [ ED Pole Head Height 3500/4500 mm 100W [Re1e/0[0)d / 4000°K

LED Pole Head Height 3500/4500 mm 30W [Reje[o[oi @A T0[0]0) ¢
LED Pole Head Height 3500/4500 mm 55W [e]eloohd @A To[0[0)¢
LED Pole Head Height 3500/4500 mm S80W [ejelelokd ‘@A To[0[0} ¢

Address: Plot 137, Extension of the Six Industrial Zone 6th of October
City, Giza - Egypt, Phone: 0238349235 — 01024507555
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